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EXTERIOR WATER & SEWER APPLICATION INFORMATION 

New Construction/alterations Plumbing Inspection call – 518-386-4522  
EXTERIOR REPAIR/REPLACE Inspections call-518-377-8411 (7:30-2:30pm) 

 

 Call DIG SAFE NEW YORK  @ 811 prior to any excavation.     

 Inspection is required prior to backfill. Pipe must be installed, connections made. 

 Any pipe buried prior to inspection, contractor will be subject to exposing pipe. 

 Building water and sewer LATERALS must be separated minimum of 5’ in 

trench. 

 Foundation wall sleeves for water and/or sewer lines must be a minimum of two 

(2) pipe sizes larger then installed pipe/line. 

 

 

Water service:  

 K- type Copper,  iron or HDPE 

 Please note size 

 Sand for trench bedding material 

 Is water tap required, if so contact Water Dept. of 377-8411 

 Is water meter required, if so contact Water Dept. at 377-8411 

 Proposed type of back flow prevention / double check valve 

 Proposed type of RPZ (Reduced Pressure Zone)Valve 

 Curb box installation must be at property line and out of Right of Way (ROW) 

 Curb box risers in driveways, protect with road grade valve box. 

 

 

Sewer: 

 Know pipe type (cast or SDR 26 plastic), size and pipe schedule? 

 Round stone trench bedding material. (see detail) 

 Show location of cleanouts: 

o Cleanout required @ every 100’ or  

o Change in direction greater then 45 degrees 

o Exterior cleanout to be located approximately 3 feet from exterior 

foundation wall. 

~~~OVER~~~ 
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Exterior irrigation/lawn sprinkler: 
 

Lawn sprinkler or irrigation systems will not be permitted to be installed within the Town 

of Niskayuna without obtaining a permit. 

 

Applicant must provide a property plot plan, or sketch of where the heads are to be 

located, and the number of  heads to be installed. Note they must be out of the Towns’ 

right of way, or utility easement*. If you are not sure of the right of way measurements, 

contact the Highway Department at 785-9753. 

 

Items required outside foundation wall: 

 a blow out valve 

 water shut off valve  

 rain sensor  

 

Items required for the interior of the house: 

 Shut off valve  

 Watts 709 double Check Valve (or equivalent) 

 Certification paperwork on the valve. 

 

 

*Please check your deed for any easements on your property and identify them on your 

plot plan or sketch. 


